8 7 6 5 4 3 2 1
Flushing Filter No. 1 Main Valve Vent Solenoind 1 F
Feed Water
o E
PISTON SENSOR
Command — .
O O —> 5
_." Command 2 DOWNSTREAM .
:. | MAIN VALVE
i To Main Valve
.‘ C

1
1
H J1 J2 |
| ] L]
! —
Spare in + H 1 Spare
[
¥
Sparein- ! GNT black to red
H red to black 8
Spare i Pause In
i
GND . . . . . .. .
] Solenoid 2 Red Sigma series filters online orders and support from: www.irrigationglobal.com
|}
External Dp ; UNLESS OTHERWISE SPECIFIED: PART NAME/TITLE: |
P Solenoid 2 Black DIMENSIONS ARE IN MILLIMETERS | MINI SIGMA CONTROL ADI-P
R NAME DATE | SUBJECT/PROJECT: DRY WEIGHT:
GND Relay NC DRAWN | ELENA | 09/09/2021
) CHECKED | MARINA | 09/09/2021 | MATERIAL: CAT. NO: WET WEIGHT: | A
Solenoid Black Relay COM APPROVED | _ Zali | 00/09/2021 See Filtration Degree Table
Selonoid Red 8 Relay ON Cortecnelpery oo BRW. o BRI REV
olenol e iﬁsewes_ tr;]e rights tocl;nake changes. > A
P hok et 1@ |Qamiad O O Ofcaz 155 [szma [sreeriors
8 7 3 I 5 3 2 1

4 |

File Location: C:\3DEXPERIENCE\AMIAD\Solidworks\K-Kit Assy\055\055012\

File Name:

Tuesday, 18 January 2022 13:31:34


zalia
Text Box
black to red
red to black

zalia
Text Box
!

zalia
Text Box
! NC

https://www.irrigationglobal.com/contents/en-us/d308_filter_screen_automatic_sigma.html



